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Capacity (W) 2638 3517 5280

Cooling operating range -15 °C ≤ T ≤ 50 °C -15 °C ≤ T ≤ 50 °C -15 °C ≤ T ≤ 50 °C

ACP-09CCIFM25AERI ACP-12CC35AERI/I3

Capacity (W) 2931 4103 5422

Heating operating range -20 °C ≤ T ≤ 24 °C -20 °C ≤ T ≤ 24 °C -20 °C ≤ T ≤ 24 °C

Air flow (m³/h) - HI / MID / LOW 580 / 500 / 450 617 / 504 / 415 680 / 560 / 500

Coolant R32 R32 R32

Dehumidifying capacity (L/h) 1.0 1.2 1.8

Noise - Sound Pressure (dB(A)) - HI / MID / LOW 38 / 33 / 29 41 / 37 / 34 44 / 42 / 41

Volume under standard conditions (dB) ≤ 53 ≤ 58 ≤ 56

Device packaging dimensions (mm) 662 x 662 x 317 662 x 662 x 317 662 x 662 x 317

Panel packaging dimensions (mm) 715 x 715 x 123 715 x 715 x 123 715 x 715 x 123

Device dimensions (mm) 570 x 570 x 260 570 x 570 x 260 570 x 570 x 260

Panel dimension (mm) 647 x 647 x 50 647 x 647 x 50 647 x 647 x 50

Gross / net weight panela (kg) 4.5 / 2.5 4.5 / 2.5 4.5 / 2.5

Gross / net weight (kg) 17.3 / 14.5 21.4 / 16.2 21.4 / 16.2

Liquid phase pipe diameter 1/4” 1/4” 1/4”

Gas phase pipe diameter 3/8” 3/8” 1/2”

Outdoor unit power supply (mm²) 4 x 1.0 4 x 1.0 4 x 1.0

Power Supply ~220-240V/1/50Hz; Outdoor unit

Model ACP-18CC50AERI/I3

Connections

Interconnect 
cable

Cassette Indoor units

CC AERI
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